
· Nominal Capacity 6000mAh
· Nominal voltage 14.8V
· End of discharge voltage 11.0V
· Nominal charge voltage 16.8V
· Dimension: H: 142mm     W: 85mm     D: 50mm
· 750g typ
· Maximum charge voltage 17 0V

STEADICAM PowerCube™ 
SYSTEMS SPECIFICATIONS

Steadicam PowerCube™ advanced technology Lithium-Ion (Li-Ion) batteries 
provides new performance for all demanding Film, Video and Lighting 
applications.  Featuring continuous draw up to 10A (110W) it addresses high 
rate energy needs for HD Video Camera applications.  Film applications provide 
the ability to withstand extreme in-rush for high rate Film speeds (Arri 425: 
150 frames/sec).  The PowerCube™ is rugged, durable, provides triple safety 
protection, meets CE Standards and is IATA compliant.

Weight
· Maximum charge voltage 17.0V
· Maximum charge current 5.7A
· 10.0A

Description List (USD)
FFR-000035 PowerCube™ V-Mount Battery $495.00

PowerCube Chargers
FFR-000005 Dual Sequential $595.00
FFR-000008 Quad Simultaneous $895.00
FFR-000050 Dual, Simultaneous $755.00

FFR-000040 Dual Charger & 2 PowerCubes $1,500.00
FFR-000041 Dual Charger & 4 PowerCubes $2,450.00
FFR-000042 Quad Charger & 4 PowerCubes $2,725.00
FFR-000043 Quad Charger & 8 PowerCubes $4,600.00

F.O.B. Point:  Glendale, CA 91201
All Steadicam products are supplied ex factory 
Terms:  Payment prior to shipment
Warranty:  Standard Warranty through IDX System Technology
Limited one (1) Year from date of purchase

The Power Module has protection circuits inside the battery pack. These include Over charge protection, Over discharge 
protection, Over current protection, and Temperature protection.  These are inside the battery cell with current block 
mechanics and safety valve.

Order Code

PowerCube™ Charger and Battery Systems 

Maxmum constant discharge current

PROTECTION SYSTEM
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